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MULTICONTROL

l Impianto multifunzione costituito da un'unico quadro e un unica

unita motocondensante, suddiviso in due settori. Il primo di
:  surgelazione per piccole e medie produzioni con temperatura di esercizio -
40°C, adatto alla movimentazione manuale di nr. 18 teglie di cm. 60x80, nr.
- 36 teglie di cm. 60x40. Il secondo di conservazione prodotto gia surgelato
con temperatura di esercizio -22°C, adatto alla movimentazione manuale di
nr. 18 teglie di cm. 60x80 e nr. 36 teglie di cm. 60x40 (ogni due semiporte).
Grazie alla costruzione modulare la sua larghezza pud essere variata in
 della quantitd del prodotto da conservare, della qualita e dello
In configurazione standard si presenta con interno in acciaio

Sbrinamento automatico a gas caldo, Quadro elettronico MICROSYSTEM
ALASKA corredato di software specifico per la gestione del processo di
5 qgelazion‘e-e conservazione. Possibilita di funzionamento in ciclo continuo

ore del prodotto. Passaggio in automatico nella fase di conservazione,
nel settore surgelazione) se richiesto. Sbrinamento automatico o

ENJPZd A multifunctional
PZAIRN system made up
of one control panel and one
refrigerating unit, divided into
two sections. The first is for deep-freezing small and medium size production with
internal working temperature at -40°C, suitable for manually handling no. 18 trays
measuring 60 x 80 cm. or no. 36 trays measuring 60 x 40 cm. The second section
is for storing frozen products with internal working temperature at -20°C, suitable
for manually handling no. 18 trays measuring 60 x 80 cm. or no. 36 trays measuring
60 x 40 cm. every two half-doors. Thanks to the modular construction its width can
be adjusted depending on the amount, quality and thickness of producis to be stored.
The inside of the standard version is made of AlISI 304 Stainless Steel and the outside
of plastified zinc sheet. The insulation is achieved through the injection of high density
foamed polyurethane. Automatic Defrosting by means of hot gas. The ALASKA
MICROSYSTEM electronic control panel is equipped with specific software for the
management of the deep-freeze and preservation process. It is possible te operate
on a continuous deep-freeze cycle for a preset time or until the heart of the product
reaches a set temperature. Switch - over to the conservation phase (only in the deep-
freeze section) if required. Defrosting can be done automatically or manually on
operator request. It is pre-arranged for the connection to a TELEASSISTANCE andlor
SUPERVISION network. The phases and operative components are displayed by
means of LEDs. Constant check-control of the active alarms through display.










